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Wheel Diameter 

19.5”
PSI 65 70 75 80 85 90 95 100 105 110 115 120 MAXIMUM LOAD AND        

PRESSURE ON SIDEWALLkPa 450 480 520 550 590 620 660 690 720 760 790 830

245/70R19.5  LRF 

XRV

LBS SINGLE 3640 3740 3890 4080 S 4080 LBS AT 95 PSI

LBS DUAL 6830 7030 7310 7720 D 3860 LBS AT 95 PSI

KG SINGLE 1650 1700 1770 1850 S 1850 LBS AT 660 kPa

KG DUAL 3100 3180 3320 3500 D 1750 LBS AT 660 kPa

245/70R19.5  LRH 

XZE

LBS SINGLE 3390 3570 3750 3925 4100 4270 4440 4610 4775 4940 S 4940 LBS AT 120 PSI

LBS DUAL 6420 6760 7100 7430 7760 8080 8400 8720 9040 9350 D 4675 LBS AT 120 PSI

KG SINGLE 1540 1610 1700 1770 1860 1930 2000 2090 2150 2240 S 2240 KG AT 830 kPa

KG DUAL 2920 3060 3220 3360 3520 3660 3780 3960 4080 4240 D 2120 KG AT 830 kPa

Wheel Diameter 

22.5”
PSI 70 75 80 85 90 95 100 105 110 115 120 125 130 MAXIMUM LOAD AND

PRESSURE ON SIDEWALLkPa 480 520 550 590 620 660 690 720 760 790 830 850 900

10R22.5  LRG 

XZE

LBS SINGLE 4080 4280 4480 4685 4850 5025 5205 5360 5515 5675 S 5675 LBS AT 115 PSI

LBS DUAL 7720 8090 8460 8820 9170 9520 9880 10150 10420 10710 D 5355 LBS AT 115 PSI

KG SINGLE 1850 1940 22030 2120 2200 2280 2360 2430 2500 2575 S 2575 KG AT 790 kPa

KG DUAL 3500 3660 3820 4000 4160 4320 4480 4600 4720 4860 D 2430 KG AT 790 kPa

11R22.5  LRG 

X LINE ENERGY Z
XZE 2

LBS SINGLE 4530 4770 4990 5220 5510 5730 5950 6175 S 6175 LBS AT 105 PSI

LBS DUAL 8760 9160 9520 9900 10410 10830 11250 11680 D 5840 LBS AT 105 PSI

KG SINGLE 2050 2160 2260 2370 2500 2600 2700 2800 S 2800 KG AT 720 kPa

KG DUAL 3980 4160 4320 4500 4720 4920 5120 5300 D 2650 KG AT 720 kPa

11R22.5  LRH 

X LINE ENERGY Z
XZE 2

LBS SINGLE 4770 4990 5220 5510 5730 5950 6175 6320 6465 6610 S 6610 LBS AT 120 PSI

LBS DUAL 9160 9520 9900 10410 10830 11250 11680 11790 11900 12010 D 6005 LBS AT 120 PSI

KG SINGLE 2160 2260 2370 2500 2600 2700 2800 2870 2940 3000 S 3000 KG AT 830 kPa

KG DUAL 4160 4320 4500 4720 4920 5120 5300 5360 5420 5450 D 2725 KG AT 830 kPa

12R22.5  LRH 

XZE 

LBS SINGLE 5200 5450 5690 6005 6205 6405 6610 6870 7130 7390 S 7390 LBS AT 120 PSI

LBS DUAL 9980 10380 10780 11350 11570 11790 12010 12530 13050 13560 D 6780 LBS AT 120 PSI

KG SINGLE 2360 2470 2580 2725 2820 2910 3000 3120 3240 3350 S 3350 KG AT 830 kPa

KG DUAL 4520 4700 4880 5150 5260 5360 5450 5680 5920 6150 D 3075 KG AT 830 kPa

235/80R22.5  LRG 

XRV

LBS SINGLE 3470 3645 3860 3975 4140 4300 4455 4610 4675 S 4675 LBS AT 110 PSI

LBS DUAL 6320 6630 7050 7230 7530 7940 8110 8390 8820 D 4410 LBS AT 110 PSI

KG SINGLE 1570 1650 1750 1800 1880 1950 2020 2090 2120 S 2120 KG AT 760 kPa

KG DUAL 2860 3000 3200 3280 3420 3600 3680 3800 4000 D 2000 KG AT 760 kPa

255/70R22.5  LRH 

XZE R

LBS SINGLE 4190 4370 4550 4675 4895 5065 5205 5400 5510 S 5510 LBS AT 120 PSI

LBS DUAL 7940 8220 8550 8820 8910 9220 9350 9830 10140 D 5070 LBS AT 120 PSI

KG SINGLE 1900 1980 2060 2120 2220 2300 2360 2450 2500 S 2500 KG AT 830 kPa

KG DUAL 3600 3720 3880 4000 4040 4180 4240 4460 4600 D 2300 KG AT 830 kPa

255/80R22.5  LRG 

XRV
XZE

LBS SINGLE 3875 4070 4300 4440 4620 4805 4975 5150 5205 S 5205 LBS AT 110 PSI

LBS DUAL 7050 7410 7720 8080 8410 8820 9050 9370 9610 D 4805 LBS AT 110 PSI

KG SINGLE 1760 1850 1950 2010 2100 2180 2260 2340 2360 S 2360 KG AT 760 kPa

KG DUAL 3200 3360 3500 3660 3820 4000 4100 4260 4360 D 2180 KG AT 760 kPa

275/70R22.5  LRJ 

XZA2 ENERGY
XZE2+

LBS SINGLE 4940 5170 5400 5625 5850 6070 6290 6510 6730 6940 S 6940 LBS AT 130 PSI

LBS DUAL 9710 10160 10610 11050 11490 11930 12360 12790 D 6395 LBS AT 120 PSI

KG SINGLE 2240 2345 2450 2550 2655 2755 2855 2955 3055 3150 S 3150 KG AT 900 kPa

KG DUAL 4405 4610 4815 5010 5210 5410 5605 5800 D 2900 KG AT 830 kPa

275/80R22.5  LRG 

X LINE ENERGY Z
XZE 2

LBS SINGLE 4500 4725 4940 5155 5370 5510 5780 5980 6175 S 6175 LBS AT 110 PSI

LBS DUAL 8190 8600 9080 9380 9770 10140 10520 10880 11350 D 5675 LBS AT 110 PSI

KG SINGLE 2040 2140 2240 2340 2440 2500 2620 2710 2800 S 2800 KG AT 760 kPa

KG DUAL 3720 3900 4120 4260 4440 4600 4780 4940 5150 D 2575 KG AT 760 kPa

R With chip and cut resistant tread compound.
More Wheel Diameter 22.5” continues on the next page.
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